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PROPOSED GROUT
FOR USE WITH RIPRAP
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PROPOSED PRECAST CONCRETE BOX CULVERT

PROPOSED FLOW LINE (TOP OF RIPRAP AND GROUT FOR USE WITH RIPRAP)

PROPOSED CONCRETE STRUCTURE

PROPOSED FLOW LINE (TOP OF RIPRAP
AND GROUT FOR USE WITH RIPRAP) 425
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A—4, IS ALSO REQUIRED.

. THE PRECAST CONCRETE BOX CULVERT

SHALL BE CONSTRUCTED FROM ONE 6’
SECTION ALREADY ON-SITE. THE SECTION
SHALL BE PLACED AT THE SAME
ELEVATION AS THE EXISTING OUTLET
FLOWLINE, THE SUBGRADE PREPARATION
AND JOINING METHOD SHALL MEET THE
REQUIREMENTS OF SECTION 540 OF THE
STANDARD PROWVISIONS.
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PROPOSED CHANNEL PROFILE
Notes ————ttg——— EXISTING CONTOUR
440 PROP T
. EXCAVATED EARTH MATERIAL SHALL BE ROPOSED CONTOUR
GRADED AROUND THE PROPOSED PRECAST e TREELINE
CONCRETE BOX CULVERT SECTION AND LT TR — BASELINE FOR CROSS SECTION
BLENDED INTO THE EXISTING GRADE | | WATER SERVICE LINE
ALONG THE EAST SIDE OF THE CHANNEL.
——ewe—— OVERHEAD ELECTRIC LINE
. EXCAVATED RIPRAP MATERIAL SHALL BE EEEN B B Bmmm CONSTRUCTION LIMITS
STOCKPILED AND KEPT CLEAN TO BE USED EXISTING RIPRAP
AS RIPRAP FILL. AN ADDITIONAL | | S
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